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Established 1908 


Yost Manufacturing Co. Meadville, Pa. 

Manufacturers of-—— 



and 






Yost Self-Locking 
Clamp Kit Vise 

Sturdy in construction, yet 
light enough to be carried to 
the job. Can be clamped to the 
body of the truck, plank or 
post. No boring of holes neces¬ 
sary. Frame, hook, screw head 
and base are made of high grade 
malleable iron. Steel screw, 
handle and handle balls. Drop 
forged pipe jaws made from 
high carbon steel, hardened, 
drawn in oil and polished. 


Vise No. 

Holds Pipe 

Inches 

Clamp 
Opens, In. 

Weight 

Pounds 

List 

Price 

9000 

H to IK 

2 

A l A 

$3.50 

900 

Vi to 1 Vi 

2 

iy 2 

4.50 

90 

Vs to 2 

3 

10 

5.00 

91 


3 

14 

6.50 


Vise No. 


Holds Pipe 
Inches 


Weight 

Pounds 


List Price 


5000 

500 

50 

51 

52 

53 


Vs toltf 
Vs to\y 2 

Vs to 2 

Vs to 2 l A 
Vs to2>y 2 
Vs to 4-J4 


$ 2.50 
3.60 
4.25 
5.00 
7.50 
11.00 


Vs to 2y 
Vs to 3 y 2 

l A to Ay 

y to 6 


$16.00 

22.00 

32.00 

45.00 


Vise 

No. 

Holds Pipe 
Size, Inches 

Size Carton 
Inches 

Weight 

Pounds 

List 

Price 

1-V 

Vs to 2y 

4x5x6 

~yy 

$ 7.00 

2-V 

H to 4 

6x8x8 

ii 

15.00 

3-V 

y to 6 

Packed Loose 

20 

27.00 

4-V 

y to 8 

Packed Loose 

32 

36.00 


Gas Soldering Furnaces 


Guaranteed Throughout 


Yost Self-Locking 
Hinge Pipe Vise 


The frame is made from 
malleable iron designed to 
give greatest strength where 
needed. Pipe jaws are drop 
forged from selected quality 
tool steel, milled, hardened 
in oil and polished. The top 
half is hinged, admitting pipe 

so manufacture the 
Extra - Heavy Self - Locking 
Pipe Vise Series Nos. 61 to 66. 


Y ostCombination 
Pipe Vises are excep¬ 
tionally heavy, and 
are made to stand 
hard usage. Remov- 
ablepipe jaws, forged 
from selected qual- 
ity tool steel, 
quenched and drawn 
in oil. Reversible 
front pipe jaw, giv¬ 
ing double wear. 


Width of 
Jaw in 
Inches 


Size of Pipe 


Weight 

Pounds 


List 

Price 


Yost Chain Pipe Vise 


This Vise is guar¬ 
anteed to stand up 
under all condi¬ 
tions. The chain is 
made of cold rolled 
sheet steel. Links 
are held together 
with pins of nickel 
alloy steel. Jaws 
drop forged from 
tool steel, hardened 
and drawn in oil. 
Steel screw and 
case hardened nut. 


Yost Combination^Pipe Vise 


Yost Gas Soldering Furnace 

Burns only 8 feet of gas an hour. Adjustable air mixers permit regulating 
the mixture of 92 per cent air under usual gas pressure. Always state 
whether furnace is for use with natural or ‘artificial gas. 


No 1—Single Burner, with Cast-Iron Top. 
No. 2—Double Burner, with Cast Iron Top 

No. 3—Single Burner, with Fire Brick. 

No. 4—Double Burner, with Fire Brick. . . . 


Weight, Pounds 

iy* 

10 

8 

11 


List Price 
$3.00 
4.00 
4.00 
5.00 







The Plumbing and Heating Catalog 





































































